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1. Unique identification code of the product-type: 4055329056388

2. Intended Use: Mechanical connecting agents for plasterboard systems

3. Manufacturer: suki.international GmbH, Suki-StraRe 1, 54526 Landscheid, Germany

4. Authorised representative: N/A

5. System of Assessment: System 4

6. Harmonized Standard and Notified Body:

EN 14566:2008+A1:2009, System 4; The manufacturer has made the Initial Type Testing (ITT),
according to System 4, and set a factory-provided production control (FPC), according to EN I1SO 9001.

7. European Technical assessment and Assessment Body: N/A

8. Declared Performance:

Characteristics Unit Performance Harmonized technical specification
EN 14566:2008+A1:2009

Reaction to fire Class Al (R2F) Point 4.1
EN 13501-01

Flexural strength Passed, no cracks or breaks EN_14566:2008+A1:2009
Point 4.2

. i . EN 14566:2008+A1:2009
corrosion protection (zinc plated) h 24 Point 4.4.1
Type de vis TMN EN 14566:2008+A1:2009

Appendice A, Table A.1

9. The performance of the product identified above is in conformity with the set of declared
performance/s. This declaration of performance is issued, in accordance with Regulation (EU)
No 305/2011, under the sole responsibility of the manufacturer identified above.

Landscheid, 01.04.2022

Signed for and on behalf of the manufacturer by:

Johann Padura
Quality Assurance
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